Gzn-us

A Product of walkera

Specifications:

Main Rotor Dia. (Upper): 175 mm Drive System: 2 X 1215 strong-magnetic motor Transmitter: WK-2401
Main Rotor Dia. (Lower): 175 mm Battery: 3.7V 400mAh Li-Po Gyro: Built in
Overall Length: 180 mm All-up Weight: 53g (Battery included) Receiver: RX-2402

Servo: weight 3.5g / speed 0.11sec/60° (4.8V) / torque 0.30kg/cm (4.8V) / dimension 17.5 X 6.5 X 21.5mm

Features:

1) Coaxial structure and palm-sized dimension are used to make HM 5G6 as the optimal model for indoor entertainment.
2) 2 x 1215 strong-magnetic motor as power is powerful and makes flight stable.

3) Highly efficient servo (3g) is prompt in reaction and effectively guarantees the performance of various flights.

4) The receiving circuit is equipped with a built-in gyro, whose sensitivity can be customizedly adjusted.

5) The flight time at the 3.7V 400mAh Li-Po battery will be up to 7-10 minutes.

6) The usage of 2.4G technology is prompter in reaction, more sensitive in operation, and stronger in anti-interference.
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Introduction

Thank you for your purchase of our product. In order to enjoy all the benefits of your helicopter, we recommend you carefully read the entire manual
before you begin working with this model. After you have read the manual, please store it in a safe place for future reference.

. Walkera helicopters are not toys. They are a complex combination of electronics and mechanics which produce an aerodynamic rotorcraft. All
models require proper setup and exacting adjustments to avoid accidents. We accept no liability for damage and/or consequent damage arising
from the use or misuse of the products due to improper construction methods, use or operation, It is your responsibility to operate this highly
advanced model in a safe manner.
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. When charging the battery, do not overcharge. Overcharging may result in fire or explosion. When the battery is hot during charging, please
stop charging at once. Use specified charger only. Never short circuit! Proper disposal of the battery is your responsibility.

3. Children under 14 years old are strictly forbidden from flying the helicopter. Please do not allow children or adults in the designated flying area.

4. Any situations that occur during flight, that cause the rotor blades to stop spinning or that result in a serious ground strike and cause damge to the
helicopter could initiate a fire or explosion. If this type of situation occurs, immediately move the throttle stick to its lowest position.
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. Before flying your helicopter, please undraw the upper and the lower blades and make sure the left and the right blades are in line.

Notice: @ Please put the rudder trim in the neutral position before the power supply is connected to the helicopter.

@ please let the motors cool 10 minutes after your helicopter flies every one of fully charged battery packs, and then continue your next flight;
otherwise, the motors of your helicopter will take a high risk of burning or damage!
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